A | B ] ¢ | R L E ] E ] 4 1 i
ARMY CHAPEL-SCHEME B
ol BUNLDING RELATED INTERIOR DESIGN
ROOM $-1 $-2 $-4 $-5 $-6 $-7 $-8 C~4 -2 C-3 C-4 c-4 c-4 Cc-1 c-8 c-9 ¢-10 C-11 c-12 FEQ-2 FEQ-3 FEQ-4 FEQ-8 FEO-7 FEQ-4 FEQ-9 FEQ-10 | FEO-11 | FEQ-I2
M e Jou | sTa | GMD fsecTAsslouPLAN | CUEST | LoNGE |FoWG | TAME | oesk | SR (CMARCAW|SRce| Bogk | DD |LEEM | T [SROE COMUTEN TABLE | MR | TAWE | AFRG. | RANOE | DISH | ORGAN | PN O
PrRoi gl Recset 2
3 'onh; on %(220) % x
- B A hraseorm xise sl x4 *
68 Tollet dorge .
78 Lounge x
48 Minor Corridor
98 Jonitor Closet
{08 Tollet (Small)
118 NureerysCloseroom xR
128 Kitohen x x x
b 13 Pontry
:56 gloo!::rm (Large) %(20) pit
:’lg g'.rwz“‘. Eouo 0t x(4) * * x * x . x(8)
188 Closs-oom (tnom x(10) x x
198 § s
m m & Robe :’orooc (B
5% batiery
248 Saorlsty/Robing Room
258 Reconcoliiation/Med »(2) x x
268 Blesesd Soorament R (10}
278 Claseroom NMedium x1Q)
% % ® x x
298 Senior Assletont * x x x
4 308 Aselatont's Areq % X x x x
{
10 ]
_| PROJECT DESCRIPTION CONTINUED FROM SHEET 16 UL
ALL FURNISHINGS AND DECORATIVE MOTIFS ARE DESIGNED TO SERVE ALL E-8 BAPTISMAL FONT S-2 STACKING CHAIR
FAITHS AND COORDINATE WITH AND COMPLEMENT THE BUILDIN 650 mm W x 650 mm D x 900 mm H WITH METAL OR CERAMIC HIGH-DENSITY STACKING, 30-50 CHAIRS PER DOLLY, SLED BASE
FINISHES AND DESIGN. ALL FURNISHINGS SHALL BE OESIGNED FOR EASE RECEPTOR. TOP RECEPTOR DIAMETER 450 mm. DESIGN WITH CHAIR GLIDES. FRAME OF SOLID STEEL BAR STOCK WITH l,ﬂ {
OF MOBILITY. CHROME PLATE OR DURABLE COLOR FINISH, SEAT AND BACK TO BE OF j
’ POLYPROPYLENE OR STEEL (GALVANIZED STEEL IF ourooon USE IS | tl - “
FURNISHINGS SHALL BE CONSTRUCTED ACCORDING TO GUIDELINES OF THE ANTICIPATED). APPROXIMATE SIZE: 750 mm H x 500 mm W x 500 M-
ARCHITECTURAL WOODWORK INSTITUTE, PREMIUM GRADE. ALL VENEERS £-9 SYMBOL PANELS mm D WITH A SEAT HEIGHT OF 450 mm
3] AND SOLID WOOD WOOD PIECES SHALL BE GRADE |, PREMIUM QUALITY; FOUR PANELS TO DISPLAY CROSS, CRUCIFIX, TABLES, AND ONE BLANK § x
PLAIN, QUARTER OR RIFT SAWN. OR NEUTRAL PANEL WHICH MATCHES THE ADJACENT WALLS. SYMBOL ol |
PANELS SHALL BE SOLIDLY CONSTRUCTED WiTH APPROPRIATE HARDWARE ¥
DRAWINGS ARE FOR GENERAL SIZE AND SHAPE. APPEARANCE MAY BE AND PANEL FINISHES TO MATCH ADJACENT WALLS. SYMBOLS SHALL BE S-4 CHILDREN'S CHAIR ' l
MODIFIED TO COMPLY WITH PROJECT REQUIREMENTS. OF SOLID CARVED WOOD, METAL OR OTHER QUALITY MATERIAL. THE HEAVY DUTY STACKABLE CONSTRUCTION WITH SEAT HEIGHT OF 350 mm } !ll !
OFFICE OF THE CHIEF OF CHAPLAINS SHALL BE CONSULTED REGARDING w3 3 x]d 8
£ ALTAR /BEMA DESIGN AND CONSTRUCTION OF THESE SYMBOLS. APPROXIMATELY
1800 mm W x 2400 mm H.
- E-2ALTA S-5 SECRETARIAL / TASK CHAIR
i e - CE ARG AT B0 M DAL L SAELCASTE S
- E-10 KNEELER / PRIE-DIEU
ALL PIECES SHALL BE OF SOLID WOOD WITH SAME STYLE AND DETAILING 550 mm W x 525 mm D x 800 mm H (22"W x 21D x 32 BACK WITH ADJUSTABLE HEIGHT AND TILTING. SEAT AND BACK SHALl'. 8E
D T T oL O G M oy T . H H, KNEELER SHALL HAVE 550 mm W x 225 mm D x 45 mm THICK CUSHIONED AND UPHOLSTERED.
H I H " "
E-2t 1300 mm W x 750 mm D x 975 mm H. (22*W x 9"D x | 3/4" THICK) UPHOLSTERED CUSHION,
€-3: 1500 mm W x 750 mm D x 750 mm H. S-6 CHAPLAIN'S CHAIR
ol E-4; 900 mm W x 600 mm D x 750 mm H. MID-MANAGEMENT TYPE CHAIR WITH ARMS. FIVE-ARM TILT / SWIVEL

E-10.1 KNEELER / PRIE-DIEU WITH SCREEN

SAME AS ABOVE WITH AN ADDED PRIVACY SCREEN.

E-S READING TOP FOR BEMA

1500 mm W x 750 mm D x 250 mm H WITH 150 mm INCLINE,
E-6 LECTERN
600 mm W x 525 mm- D x 1050 mm H AT FRONT OF READING

SURFACE AND 900 mm H AT BACK.

E-6.] AMBO-PULPIT

750 mm W x 600 mm D x 1200 mm H WITH SLOPED

ADJUSTABLE READING SURFACE AND BOOKSHELF,

READING SURFACE TO BE ADJUSTABLE FROM 900 mm TO 1050 mm H.

E-T CHANCEL CHAIR
600 mm W x 600 mm D x 600 mm H WITH UPHOLSTERED
SEAT AND BACK CUSHION.

E-11 ALTAR RAIL UNIT
1200 mm W x 525 mm D x 800 mm H.UNIT SHALL HAVE
A 1200 mm W x 225 mm D x 45 mm THICK UPHOLSTERED CUSHION.

E-12 ART GLASS
LEADED, STAINED GLASS OF NON-DENOMINATIONAL DESIGN. (NOT SHOWN).

FURNITURE RELATED INTERIOR DESIGN

S-1 PEW CHAIR

UPHOLSTERED SEAT WITH MINIMUM 12 mm PLYWOOD BASE AND

REMOVABLE UPHOLSTERED BACK CUSHION, FOR EASE IN MAINTE-

NANCE. SHALL BE APPLIED TO A MINIMUM 3-PLY HARDWQOD BACK

PANEL. ALL LEG FRAMES WILL BE MADE FROM SOLID OAK OR OTHER
HARDWOOD. ALL LUMBER USED SHALL BE PREMIUM QUALITY, P

QUARTER OR RIFT SAWN.DESIGN OF CHAIR WILL ALLOW FOR THE "FOLLOWING
OPTIONS: STACKING, GANGING AND UNDERSEAT BOOKRACK. APPROXI-

MATE SIZE: 825 mm H x 500 mm W x 575 mm D.

CHAIR WITH DUAL WHEEL CARPET CASTERS. FULLY UPHOLSTERED SEAT
AND BACK WITH TUBULAR STEEL FRAME. POLYPROPYLENE, HARDWOOD
OR FULLY UPHOLSTERED SHELL. APPROXIMATE SIZE: 750-950 mm H x
575 mm W x 625 mm D.

S-T7 GUEST CHAIR

CANTILEVERED, SLED OR LEG BASE CHAIR WITH ARMS. FRAME OF
TUBULAR STEEL, POLYPROPYLENE OR HARDWOOD WITH UPHOLSTERED
BACK AND SEAT. APPROXIMATE SIZE: 750 mm H x 525 mm X
575 mm D. STYLE TO COORDINATE WITH CHAPLAIN CHAIRS.

S-8 LOUNGE CHAIR
FULLY UPHOLSTERED CHAIR WITH OPTION OF EXPOSED WOOD OR
UPHOLSTERED ARMS. SOLID HARDWOOD FRAME WITH ALL PARTS GLUED
{,\goD FASTDENED. APPROXIMATE SIZE: 725 mm H x 725 mm W X

mm D.
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